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Article number:
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321,5

193


19
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Electronics & Coil Based on Fully API 17F 
& API 17H Qualified System

DESIGN CODE:
NOTE: 1

Application:
Design Water Depth:
Weight in Air:
Volume:
Submerged Weight:
 

PROPERTIES:
Intervention
1000
21,2 kg
9,44 dm^3
11,55 kg

NOTE: 2

NOTE 4
SubConn Pin Configuration:

70
15

4

15°

182PCD 
12x M6x1 - 6H 17,1 DEEP

6x M6x25 DIN912

2,5kW Inductive Connector for wireless transfer of power and 
communication. Designed for installation in Blue Logic’s Charging Station, 
for charging of underwater intervention drones. 
The Golden Unit is made in the same way and uses the same electronic 
components as the 17F Qualified Super Duplex Connectors. An 16 Pin 
SubConn is mounted on the MK3 Flange can facilitate other types of dry-
mate connections or even an oil filled hose.
 
Input Volt 400 VDC +/- 10% 
Output Volt 325VDC +/-5% 
Output current 7,7A 
Efficiency @2,0kW 91% 
Start-up time 90 sec. 
 
Connector shall be connected to a CP-System as described in Installation 
Manual, ref.: 500419-TD-0015

ADDITIONAL INFORMATION:
NOTE: 3
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232PCD 

12x M6x25 DIN912


